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Summary

An exploratory wind-tunnel investigation was

conducted to determine the effectiveness of passively

venting two representative models of helicopter tail

boom shapes to reduce side force and down load dur-

ing simulated hover and sideward flight conditions. A
two-dimensional tail boom model with two different

cross-sectional shapes was used. One shape was oval,

representative of a UH-60 (medium size, single main

rotor helicopter with a tail rotor) tail boom, and the

other was a trapezoidal cross section, representative

of a potential low-observable shape. The models were

l/2-scale cross sections (relative to the full-scale

UH-60 helicopter tail boom) of the location at the mid

to aft part of the boom approximately located at the

position under the 80-percent rotor radius. Various

venting schemes were investigated with a porous skin

covering the models. Completely porous and com-

pletely solid configurations were tested, as well as

configurations which simulated partial venting in vari-

ous symmetric and asymmetric cases. Selected vent-

ing schemes were also investigated in conjunction

with single and double tail boom strakes. Calculations

of engine power required were made by using model

coefficients to evaluate effects of the various configu-

rations on power required from the main rotor and tail

rotor of a full-size helicopter. These results are then

compared with the calculated results obtained from the

fully solid oval and the fully solid trapezoidal boom.

The results indicate that passively venting a heli-

copter tail boom can alleviate some of the adverse side

forces that are generated in hover and sideward flight

and reduce the overall power required. A penalty of
increased down load is attributed to the increased skin

friction as a result of the porous surface. This down

load penalty can be reduced or eliminated by properly

sizing hole parameters. In addition, the side force

behavior as a function of incidence angle of the vented

configurations was smoother and exhibited a less

abrupt boom stall than indicated by the baseline con-

figuration. The smoother characteristics of the vented

configurations may result in fewer yaw control distur-
bances during flight in gusty air conditions.

Introduction

The tail boom of a single rotor helicopter is

subjected to a complex flow field generated by the

main and tail rotor wakes, the free-stream flow, and

the wake from the forward fuselage. Hover and

sideward flight present the most critical flight regimes
in terms of adverse side and down loads on the tail

boom. To overcome this adverse loading, additional

engine power is required in many flight conditions.
The two conditions reduce payload, performance, and

available yaw control margins. Nonlinear force gradi-

ents near conditions of boom stall can also make preci-

sion yaw control more difficult for the pilot. In

practice, a good tail boom design, from an aerodynam-

ics standpoint, should minimize the down load and the

adverse fuselage yawing moments. Some tail boom

designs actively control the circulation around them to

minimize adverse forces (the no tail rotor configura-

tion or NOTAR, ref. i ), which must be driven, in part,

from engine power. Other designs attempt to disrupt

the adverse circulation about the boom by using

strakes or spoilers (refs. 2, 3, and 4).

In recent research for fixed-wing aircraft, the

application of a porous surface has been used to alter

surface pressure distribution (refs. 5 and 6). It was

postulated that, by passively venting portions of a heli-

copter tail boom (generally representative of a blunt

body shape), the pressure distribution and, therefore,

the loading on the boom could be modified in a favor-

able way. Various venting schemes are suggested as

possibilities for future investigations, and they could

potentially be used in conjunction with other methods,
such as tail boom strakes or NOTAR. These methods

include, but are not limited to, the use of porous mate-

rial on all or parts of the boom opening to a specific

plenum or the boom cavity, and the use of doors,

grilles, slots, or other openings. Furthermore, it may

be useful to capture a portion of the relatively high

velocity downwash from the main rotor as it impacts

the upper surface of the boom and channel that flow to
another area on the boom.

In an effort to obtain some preliminary results

from this concept, an exploratory wind-tunnel investi-

gation was conducted to determine whether passively

venting the boom could modify the pressure loading
such that the adverse forces and moments could be

reduced. This study was conducted in the Langley

14-by 22-Foot Subsonic Tunnel with two I/2-scale

two-dimensional tail boom shapes. The shapes were

representative of the tail booms from a UH-60 (oval

cross section) and of a low-observable design



(trapezoidalcrosssection)both with the tail rotor
driveshaftcover(TRDSC)on.TheUH-60helicopter
is shownin figure1.Thenormalandsideforceswere
measuredat free-streamdynamicpressuresup to
30psf, which includefull-scaleReynoldsnumbers,
andincidenceanglesfrom -90° to +90 ° to simulate

left and right crosswinds. Calculations were made by

using the normal and side force coefficients to deter-

mine the trends of the aerodynamic forces on the

boom of a full-scale UH-60 helicopter, and the esti-

mated main rotor power and the tail rotor power

required to trim those forces were compared with the

solid baseline oval and trapezoidal shapes. A summary

of the findings of this exploratory investigation is pre-
sented herein.

Symbols

All force and moment data have been reduced to

coefficient form. The positive sense of the model
incidence and aerodynamic coefficients is given in

figure 2(b).

b maximum width of model normal to flow at

zero incidence angle, ft (see fig. 2(b))

HPsL

qoo

r

Re

S

TRDSC

v=

calculated power required of tail rotor to trim

tail boom side force, positive value indicates

boom had side force to starboard side, hp

boom down load, czqS, lbf

estimated local dynamic pressure under main

rotor at top of tail boom during hover and

crosswind flight, psf

free-stream dynamic pressure in tunnel,

1 V 2
,_P oo, psf

radius, in.

p Vooc
Reynolds number, --

Ia

reference area (vertically projected) for tail
boom shapes, b x length, ft 2

tail rotor drive shaft cover

free-stream velocity in tunnel, ft/sec

boom side force, c._zlS, lbf

C_

maximum depth of model parallel to flow at

zero incidence angle, ft (see fig. 2(b))

section side force coefficient,

Side force per unit length

bqoo

section normal force coefficient,

Normal force per unit length

bqoo

VT

_t

P

tail rotor thrust, ibf

absolute viscosity, slug/ft-sec

free-stream air density, slug/ft 3

angle of flow incidence in plane normal to

axis of two-dimensional cylinder, deg (see

fig. 2(b))

Models and Apparatus

HPDL

HPnet

HPsaved

calculated power required for main rotor to

trim tail boom normal force, positive value

indicates boom had upward force, hp

sum of HPDL and HPsL; that is, total calcu-

lated power required to trim aerodynamic
forces on tail boom, hp

HPne t of given configuration minus HPne t of
solid baseline, hp

Two I/2-scale, two-dimensional models represen-

tative of helicopter tail boom cross sections were

tested. Sketches and photographs of the models and

test apparatus are shown in figures 2 and 3. One

model, oval in cross section, was representative of a

UH-60 helicopter tail boom (fig. 2(c)) and the other

model with a trapezoidal cross section was representa-

tive of an advanced low-observable configuration

boom (fig. 2(d)). Each model also had a simulated tail
rotor drive shaft cover (TRDSC) on the top. The mod-
els were constructed of aluminum bulkheads with the



skinsmadeof porousstainlesssteelsheetswithflush-
mounted screws. The porous skins were 0.018 in.
thick with 0.030-in-diameter holes located on

0.063-in. centers (equivalent to 18 percent porosity).

The hole size, spacing, and thickness of the porous
material were not optimum (ref. 5); however, the

material was the closest that was commercially avail-
able. An optimum material would have sufficient

porosity to allow rapid pressure equalization, with

holes small enough not to cause premature transition

or increased surface friction from the apparent rough-

ness (a ratio of skin thickness to hole diameter greater
than 2 has been shown to minimize skin friction,

ref. 5). This commercially available porous material,

though not optimum, was thought to be suitable to

obtain preliminary data in the investigation of the
effectiveness of using this scheme to reduce the

adverse forces experienced by the tail boom.

The model consisted of three external sections--

two rigidly mounted nonmetric sections at the top and
bottom with solid surfaces and the metric test section

in the middle with porous surfaces. (See fig. 3(a).) End

plates were mounted at the end of the two rigidly

mounted sections to minimize spanwise flow. The
metric test section (middle 40 in.) was attached to

a six-component strain-gauge balance (fig. 3(c)),

although only the normal force and side force compo-
nents were of interest and analyzed.

To simulate both the amount of venting and the
locations of the vents, a portion of the porous model

was covered with wide plastic tape. An example of the
taping is shown in figure 4. To ensure that this taping

had no effect on the general characteristics of the

model, the entire metric model section was taped over

and the wind tunnel test procedure was verified by

comparison with previous data with a solid-skinned
model (ref. 2). Strakes were also tested with various

venting configurations. Strakes were either 1.5 or 2 in.

in height and I/8 in. thick. (See fig. 5.) The various

venting schemes progressed from fully porous to fully

solid as shown in figure 5. Intermediate configurations

included porous booms with solid (taped) TRDSC,

porous boom sides with solid bottom and top (includ-

ing TRDSC), and I/2 and I/4 porous sides with the

rest solid. In addition to the symmetric configurations,
there were two asymmetric configurations where the

porous areas were not symmetric from side to side.

The asymmetric configurations were tested only on

the oval boom. The low asymmetric configuration

(06) (fig. 5(a)) consisted of a partially porous side

(9.25 in.) and a porous corner (6 in.) on the opposite

side. The high asymmetric configuration (07) con-

sisted of a porous side (9.25 in.) and a porous upper

corner (5 in.) on the opposite side. The asymmetric

configurations were investigated to determine if the

pressure distribution could be tailored to alleviate

adverse forces or even possibly to generate favorable
forces on the boom section and minimize the area

requiring venting. The idea was to connect areas of

relatively high and low pressures so that these areas

would communicate. For example, if an area of rela-

tively high pressure near the windward section of the

boom was connected to a side area with relatively low

pressure, the high pressure area causing additional

down load would be reduced and the lower pressure

side area causing a side force (an d yawing moment)

would also be reduced. Therefore, the net result might
be a reduction in both down load and adverse side

force. Pressure distributions of the oval-shaped boom

without porosity are contained in reference 2. The oval

boom was tested more extensively than the trapezoidal
boom, since the oval shape was representative of a

currently used (UH-60) tail boom shape.

This investigation was conducted in the Langley
14- by 22-Foot Subsonic Tunnel in the closed test sec-

tion configuration. A comprehensive description of
the tunnel and associated hardware is described in

reference 7. A sketch of the test apparatus and the ref-

erence area used in calculation of the aerodynamic
coefficients is shown in figures 2(b) and 3(a). Photo-

graphs of the installation of the model in the test

section of the 14-by 22-Foot Subsonic Tunnel and of
the internal construction of the model metric section

are also shown in figures 3(b) and 3(c).

Test Procedures and Accuracy

Data for the two boom shapes were first obtained

at three constant angles of incidence (0 °, 10°, and 20 °)

with the free-stream dynamic pressure varying from i

to 30 psf to identify any Reynolds number dependence

of the aerodynamic characteristics for the two shapes.

This range covered the ranges of Reynolds numbers

(Re) seen by full-scale helicopters during hover and

crosswind flight conditions where boom loading can
be a significant problem. Data were then obtained at

three constant dynamic pressures (10, 20, and 25 psf)
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with theangleof incidence_)varyingin increments
from -90° to 90° . This rangecoveredthe incidence
anglesandReynoldsnumbersthatatypicaltail boom
wouldexperiencedueto mainrotordownwashand
free-streamflow during hover and left and right
sidewardflight. Thetestdatawerenotcorrectedfor
blockageeffects,sincethevolumeof thetestappara-
tuswasconsideredsignificantlysmallerthanthetest
sectionvolumebasedonclassicalanalysis(ref. 8)and
onlyincrementaldataweredesired.

The accuracyof the strain-gaugebalancewas
reportedto be+1.25 Ibf in both normal force and side
force with all the beams fully loaded. The repeatability

of these measurements during the current and previous

investigations with this setup was approximately

_+0.20 Ibf. This repeatability is partly caused by the

balance being relatively lightly loaded in most axes;

this equates to a normal and side force coefficient

accuracy of _+0.003 and repeatability of _+0.001 at

qoo= 20 psf.

Because of the increase in surface roughness

caused by the design and manufacture of the porous
skin, that is, holes larger than necessary for the skin

thickness (ref. 5), the normal force may be increased

relative to a porous surface with proper hole size.

Data Analysis

Calculations of full-scale tail boom normal force

(down load) and side force were made by using the
model force coefficients at an incidence angle of 15° .

An incidence angle of 15° was used because it is the

approximate stall angle for the solid, baseline, oval

shape (ref. 2) and simulates a right sideward flight
condition where the boom side force would be close to

maximum in a direction that increases the demand on

the tail rotor horsepower. The effectiveness of venting
and strakes would likely have the largest payoff in

terms of yaw control and performance at this condi-
tion. Characteristics for a full-scale UH-60 were used

for data calculations. Average downwash dynamic

pressure q at the tail boom was 5.2 psf. Reference
areas (vertically projected area S) for the UH-60 tail

boom and the trapezoidal-shaped tail boom attached to
the UH-60 were 29.7 ft 2 and 24.2 ft 2, respectively.

Standard sea-level air density, 0.002378 slugs/ft 3, was

used. The projected area of the trapezoidal-shaped

boom was less because the model was narrower

than the oval-shaped model (10.2 in. versus 12.5 in.).

Therefore, qS for the oval shape (154.4 lbf full scale)

and qS for the trapezoidal shape (126.0 lbf full scale)
were constant for their respective (oval or trapezoidal)
calculations. The distance from the aircraft center of

gravity (assumed to be located on the main rotor shaft
centerline) to the aerodynamic center of the tail boom

and from the center of gravity to the tail rotor center of
rotation were assumed to be 19.7 ft and 32.6 ft, respec-

tively. The main rotor was assumed to offset the boom

down load with a lift capability of 8 lbf/hp. The net

yawing moment generated by the tail boom was bal-

anced by an assumed tail rotor thrust capability of

4 Ibf/hp. An example of the calculation for the oval

cross section is given as follows:

N B = czqS = (-0.119)(154.4 lbf) = -18.4 Ibf

(Note that for some conditions the down load is nega-

tive, that is, a favorable lifting force.)

- 18.4 Ibf

HPDL - 8 Ibf/hp - +2.3 hp

YB = cvqS = (-I.543)(154.4 Ibf) = -238.2 lbf

The side force acting at the tail boom aerodynamic

center is 19.7 ft from the aircraft center of gravity, and

the tail rotor thrust required to offset this side force YR

is applied at 32.6 ft from the aircraft center of gravity.
The tail rotor thrust to counteract the yawing moment

from Y/_ is

YT = (-238.2 Ibf)(19.7 ft) = -144 lbf
32.6 ft

at tail rotor center of rotation to counteract boom yaw-

ing moment

-144 Ibf

HPsL - 4 Ibf/hp - -36.0 hp

Two-dimensional data are being used to calculate
three-dimensional results, and a number of assump-

tions are being made such as

(1) The use of an average value of main rotor

downwash dynamic pressure along the tail
boom

4



(2) Estimatingthe locationof the aerodynamic
centerontheboom

(3) Estimatingthelocationof theaircraftcenterof
gravityasbeingdirectlyunderthemainrotor
centerline

(4)Themainandtail rotorswouldproduce8 Ibf
thrust/hpand4 Ibf thrust/hp,respectively

Only thetrendsof thecalculatedhorsepowerandnot
theabsolutevaluesarebelievedtobemeaningful.

Presentation of Results

The measured force results are presented in plots showing normal force and side force coefficients c_ and cv as

a function of dynamic pressure qoo or incidence angle _. Calculated horsepower required to overcome adverse

normal and side forces are presented after the force coefficient data. The values of c_, and cz are based on the con-
vention shown in figure 2. The figures are presented as follows:

Figures

Effect of dynamic pressure (Re) on fully porous tail boom:

Oval cross-section normal and side force coefficients ........................................... 6

Trapezoidal cross-section normal and side force coefficients ..................................... 7

Effect of venting area and location:

Symmetric venting configurations:

Oval cross-section normal and side force coefficients ........................................... 8

Oval cross-section calculated power required ................................................. 9

Trapezoidal cross-section normal and side force coefficients .................................... 10

Trapezoidal cross-section calculated power required .......................................... I I

Asymmetric venting configurations:

Oval cross-section normal and side force coefficients .......................................... 12

Oval cross-section calculated power required ................................................ 13

Effect of venting in combination with strakes:

Symmetric venting configurations:

Oval cross-section normal and side force coefficients .......................................... 14

Oval cross-section calculated power required ................................................ 15

Trapezoidal cross-section normal and side force coefficients .................................... 16

Trapezoidal cross-section calculated power required ........................................... 17

Asymmetric venting configurations:

Oval cross-section normal and side force coefficients .......................................... 18

Oval cross-section calculated power required ................................................ 19

Summary results:

Oval cross-section calculated power required ................................................ 20

Trapezoidal cross-section calculated power required ........................................... 21

The calculated results in terms of horsepower required to trim tail boom loads are also presented numerically for

the various configurations in tables 1 through 8.
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Discussion of Results

Effect of (Re) Dynamic Pressure on Fully

Porous Booms

The effect of dynamic pressure q_o and incidence

angle _ on the oval cross section and the trapezoidal
cross-section boom shapes is presented in figures 6

and 7, respectively. Figures 6(a) and 7(a) present the

c, and Cy characteristics for each configuration plotted
against qoo for three values of_ (0 °, 10% and 20 °) rep-

resentative of hover and sideward flight conditions.

Figures 6(b) and 7(b) present similar data for the entire

range of _ examined during this investigation (-90 ° to

+90°). Figures 6(c) and 7(c) present the c=and cv char-
acteristics plotted against _. Most data in this investi-

gation were obtained at qoo values of IO, 20, and 25 psf

because these values bracketed representative free-

stream conditions typically experienced by the boom
in hover and sideward flight.

Oval Configuration

The effect of varying qo_ on c_,and c: for the fully
porous oval tail boom shape is shown in figure 6. The

results of figure 6(a) show that there is an increase in

c, and a decrease in cv (_ = 10° and 20 °) for the oval
boom when qoo is reduced below 5 psf but very little

changes above 5 psf. The results from figures 6(b)

and 6(c) indicate that there is very little change in Cy
(at fixed _) with q_ for qoo > 5 and very little change in

c= (at fixed _) with q,= for q_ > 10 psf.

Trapezoidal Configuration

The effect of qoo and t) on the cv and cz from the
trapezoidal boom is shown in figure _7.A much greater

increase occurs in c: and cv as qoo is reduced. Most of
the effects for the trapezoidal cross section are seen

for values of qoo up to 10 psf. Also, figure 7(a) shows

a nonzero Cy at _ = 0 ° for the trapezoidal boom, indi-
cating that the model shape is not symmetrical.

Figures 7(b) and 7(c) show that although there appears

to be little change in c v for all _ angles at qoo from 5
to 30 psf, there were significant changes in cz. The

changes in cz are not symmetrical at positive and nega-
tive _ angles (fig. 7(c)). These changes again indicate

an asymmetry in the shape of the model. The trapezoi-

dal model had rounded corners and it is speculated that

this probable geometric asymmetry (manufacturing

deviation) resulted in one windward (top) side having

a larger effective radius than the other; thereby, flow

separation was delayed on that comer compared with

the other. Another possibility is that the TRDSC may

not be symmetric (manufacturing deviation); thereby,

separation is promoted in one direction of flow and not
the other.

Effect of Venting Area and Location

Various venting schemes were tried during this

investigation. These venting schemes were accom-

plished by taping over the fully porous models to sim-

ulate solid areas of the boom and to produce desired

venting configurations. The various configurations are

shown in figure 5.

Symmetric Configurations

The effects of venting area and location on the

boom aerodynamics are presented in figure 8 for the

oval boom model (qoo = 20 and 25 psf and 10 psf). The

five configurations that are shown, in order of increas-

ing ventilation, are fully solid baseline (O1), 1/4 side

vented (02), 1/2 side vented (O3), all except the

TRDSC vented (O4), and fully porous (05). The

effect of increasing venting is a reduction in the slope

of the curve for c_, versus t_ (reduced side force sensi-

tivity) at -15 ° < _ < 15° and a smoother transition

through stall as _ increases above 15°. The baseline

(O!) data curve has an abrupt change in slope at

= +15 ° which is attributed to stall of the boom shape
(ref. 2). The smooth transition indicates that the boom

with fully porous venting (05) does not stall in the test

range of _. The configurations with reduced areas of

venting (02, 03, and 04) do stall but not as abruptly
as the solid baseline (OI). This result would also

imply that aircraft unsteadiness which could be caused

in flight by partially and fully separated flow fields

near and beyond tail boom stall are mitigated. This

effect was qualitatively observed during the test,

although no dynamic data were obtained during this

investigation. The controllability and unsteadiness in
hover and sideward flight of helicopters can be a sig-

nificant problem at certain crosswind angles (ref. 9).

The absence of abrupt stall and unsteadiness can be

a significant improvement resulting from the boom

design in conjunction with reductions in adverse boom
side force to reduce the tail rotor horsepower required.
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An increase in c: occurred with increased venting
at -35 ° < 0 < 35°, but a decrease in c, occurred at

higher values of 101.This increase is thought to occur,
at least in part, because of the increase of the surface

roughness caused by the porous surface but primarily

because of improper sizing of the hole diameter to skin

thickness. As is shown by calculations later, even with

the less than optimized material, the benefits derived

in a reduction of side force more than make up for the

increases in down load on a total or net horsepower

basis. Additionally, the helicopter main rotor is

roughly twice as efficient as the tail rotor in terms of

lift per horsepower where the main rotor will produce

about 8 lbf of lift/hp and the tail rotor will produce

about 4 Ibf thrust/hp.

Simple calculations using the two-dimensional Cy
and c_ data at _ = +15 ° for a UH-60 helicopter were

made with assumed locations for the aircraft longitudi-

nal center of gravity (main rotor shaft centerline),

aerodynamic center of the boom (19.7 ft rearward of

the center of gravity), the tail rotor centerline distance

from the center of gravity (32.6 ft), and the reference
area of the tail boom (29.7 ft2). The vertical area

was used because the two-dimensional coefficient

data were referenced to that area by using the

convention shown in figure 2(b). The dynamic pres-

sure q at the tail boom was calculated by using

p = 0.002378 slugs/ft 3 (standard sea level density) and

a wake velocity of 66 ft/sec at the boom. Calculations

were made at _ = 15° because at that angle cv is maxi-
mum just prior to the stall angle for the ova] shape in

right sideward flight.

The calculated costs in horsepower for boom

down load, side force, net cost (down load plus side

force), and the total horsepower saved compared with

the solid oval baseline shape (O1) were calculated for

each configuration to show relative gains and losses

associated with all the configurations investigated.

The results are presented in figure 9 and table 1. The

calculated cost in down load penalty in going from the

solid configuration (O1) to the fully porous configura-

tion (05) is 16.2 hp and the gain in tail rotor horse-

power due to the tail boom side force change is

26.0 hp with a 9.8 hp net gain (on the order of 0.5 per-

cent of total power required to hover). The reduction

of 26 hp for the tail rotor represents a reduction in tail

rotor power on the order of about 10 percent. This is

roughly a 1.6-to-I (26/16.2) net gain; but perhaps

more importantly, a sizeable reduction is realized in

the amount of yaw control required. In general, the

results in figure 9 (table !) indicate that the fully
porous configuration (05) would be the most effective

in reducing the tail rotor horsepower required to over-

come boom side force, but configurations 03 and 04

result in comparable levels of required power ( 10.0 hp

versus 12.1 hp). All the configurations are close on the

basis of net power saved relative to the solid baseline,

OI (range from 9.0 to 10.6 hp).

The effect of symmetric venting and location on

the force coefficients of the trapezoidal-shaped tail

boom is shown in figure 10. Similar characteristics

that were previously described for the oval-shaped

boom are seen for the trapezoidal boom shape. How-

ever, the addition of venting has a relatively small

effect on the down load at _ = 0 °. This effect is in con-

trast to the large increases in down load associated

with the addition of venting for the oval case, perhaps

because initially the solid trapezoidal shape has a high

down load at 0 = 0°. The vented configurations (T2,
T3, T4, and T5) show smoother variations in down

load with increases in _ than the solid configuration

(T1); this would be consistent with flow separation

occurring downstream of the upper comers. The bene-

fits in terms of reduction of the slope of c_. versus 0 are
still realized, although not as dramatic as seen with the

oval boom configurations. The mitigation of the

abrupt stall is still seen at incidence angles between

about 15° and 45 ° with the vented configurations (T2,
T3, T4, and T5) as compared with the solid baseline

(TI). This mitigation would indicate a benefit in both

the static performance (tail rotor power required and

total power required) as well as the dynamic controlla-

bility of a full-scale helicopter using this boom design.

Calculations made for the trapezoidal shape, pre-

sented in figure I1, scaled up to a UH-60 helicopter

boom, yield similar results in terms of power (net)

savings for the respective porous configurations com-

pared with the solid baseline configurations O1 and T I

(9.8 hp for oval and 12.4 hp for the trapezoidal shape).

The data in figure 11 and table 2 indicate that the

porous trapezoidal shape (T5) is best from a side force

standpoint (-16.0 hp required to trim with a reduction

of 28.4 hp relative to the solid trapezoidal baseline

which required 44.4 hp to trim) and most of the trape-

zoidal configurations are close for overall power saved

relative to the solid trapezoid (TI).



Asymmetric Configurations

The effect of asymmetric porosity distribution on

the section force coefficients for the oval shape is

shown in figure 12. The asymmetric configurations

were investigated to determine the ability of venting to
modify the overall pressure distribution in a beneficial

manner by communicating areas of high pressure to

those with low pressure. The asymmetric venting con-

figurations were only tested on the oval boom shape.

The specific purpose of the asymmetry was to try to

reduce the adverse forces on the boom by shifting Cy in
a favorable direction (more positive) and to see if

smaller areas of venting (porosity) would produce a

major portion of the desirable effects of full porosity
without the adverse effects of increased down load.

The shifting in Cy is accomplished by tailoring the
pressure distribution between the two sides through

various venting schemes. The low asymmetric config-

uration (06) resulted in a slight shift of the curve for

c v versus ¢, a slight reduction in slope, and an increase
in down load from c. = 0.3 to 0.77 at ¢ = 0% The coef-

ficient c_ was identical to the one for the porous

configuration (05) at _ = 0 ° but quickly reduces

for I*1> 0 ° for angles in the normal range of operation

(-45 ° < _ < 45°). The high asymmetric configuration

(07) showed a similar slope for Cy versus qbto that of
the low asymmetric configuration (06) with a favor-
able shift of the side force curve similar to the shift

found with strakes in reference 2. The value of c. was

about midway between the value of c_ for the solid

baseline (OI) and fully porous (05) at ¢ = 0 °,

decreased with increasing ¢, and eventually increased

to a value close to the value of the porous configura-

tion (05) near ¢ -- 45 °. Data are very similar for

qo_ = 20 and 25 psf (fig. 12(a)) and 10 psf (fig. 12(b)).

Results from calculations of the horsepower

required to balance the tail boom aerodynamic forces

using the two-dimensional model coefficients at

¢ = 15° (fig. 12) are given in figure 13 and table 3. The

high asymmetric configuration (07) required less

power to balance the adverse boom side force as well

as significantly lower net power (to trim down load

and side force) compared with the solid baseline con-

figuration (OI). In a net power sense, the high asym-

metric configuration (07) was about 50 percent better

than the solid baseline (O1), and the low asymmetric

(06) and fully porous (05) configurations were 15 and

24 percent better than the solid baseline (O1), respec-

tively. These trends indicate that the high asymmetric

configuration (07) is superior to both the low asym-

metric (06) and the fully porous (05) configurations.

Effect of Venting in Combination With Strakes

Symmetric Configurations

In previous research, strakes have been shown to

separate the attached flow on one side of the tail boom

and reduce the adverse cv; therefore, the tail rotor
power requirement is reduced and yaw control margin,

particularly in right sideward flight, is increased. (See

refs. 2, 3, and 9.) Using venting in combination with
the strakes could have a beneficial combined effect on

the side force and down load characteristics. The oval

boom was tested with both single (SI and $2) and

double strakes ($2S3) on the baseline solid (OI), full

porosity venting (05), and some limited combination

of strakes on the asymmetric configurations (06 and

07). The trapezoidal boom was tested only with single

strake ($4) but with several combinations of symmet-

ric venting schemes. The effect of boom strakes in

combination with symmetric venting schemes on the
normal and side force coefficients is shown for the

oval boom in figure 14 and for the trapezoidal boom in

figure 16. In most cases, the effect of strakes was sim-

ilar to the effect of venting; that is, the strakes created

a favorable shift toward positive Cy but also created an
increase in down load c= in the region of 0 ° < ¢ < 45 °.
This trade-off between side force benefit and down

load penalty is considered beneficial, since there is a

significant improvement in yaw control, an attendant

decrease in tail rotor power, and a net power benefit.

For these configurations in a two-dimensional flow

environment, the double strakes appear to produce

nearly the same effect as that of the single upper strake
as tested on the oval tail boom. Flight tests (ref. 9)
have shown that with three-dimensional flow there is

an added benefit of the second strake.

Calculated values of horsepower required to over-

come the boom aerodynamic forces for the configura-

tions of figure 14(a) and figure 16 at ¢ = 15° are given

in figures 15 and 17 and tables 4 and 5. For the oval-

shaped boom, the solid configuration with the double

2-in-high strakes (OIS2S3) is the best from a stand-
point of tail rotor power saved (+9.3 hp) and from total

power saved (21.6 hp) compared with the solid base-

line oval shape (05). For the trapezoidal-shaped boom

(fig. 17), the solid with 1.5-in. single strake (TIS4)
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and I/4 solidwith a 1.5-in.strake(T3S4)werethe
bestfrom a standpointof sideforcepowerrequired
(10.8hp).Thesolidwithsingle1.5-in.strake(TIS4)
wasthebestfromastandpointof netpowersavedrel-
ativeto thesolidbaselinetrapezoid(TI); however,all
configurationswerefairly closein terms of HPDL,

HPsL, and HPne t.

Asymmetric Configurations

The oval boom was tested with a combination of

asymmetric venting and strakes to determine if there
could be a beneficial combined effect and the results

are shown in figure 18 and figure 19 and table 6. The

effect of adding a single strake is similar to that seen

for the full porous venting schemes (05) with strakes
and that seen with the solid baseline (O1) with strakes,

that is, a positive shift of the cv and an increase in cz in
the region 0° < _ < 45 °. As w_th the fully porous vent-

ing scheme (05), the effect of adding the second lower

strake on the low asymmetric configurations (06) was

not significant in the region of most interest (-15 ° <

< 45°). The effect of adding strakes on the high asym-

metric configuration (07) was slightly less than it was

for the low asymmetric configuration (06) in terms of

HPsavecl (1.9 hp). However, the high asymmetric con-

figuration without strakes was still superior to the low

asymmetric configuration with strakes and was able to

realize an additional benefit from the strakes. The high

asymmetric configuration with strakes was the best

configuration tested in terms of HPsave,3 (22.3 hp).

Calculations of the effects of the addition of

strakes on the aerodynamics of the asymmetric vent-

ing configurations (06 and 07) in terms of horse-

power required to trim the boom forces are given in

figure 19 and table 6. The high asymmetric configura-

tion with a single 1.5-in. strake (O7S I) was clearly the

best for HPsL (+7.0 hp or 43 hp less than the solid

baseline) and for HPsavecl (22.3 hp).

Figure 20 and table 7 present a summary of the

results for the oval shape. Overall, of all the oval con-
figurations at q_= 15°, the solid baseline oval with the

double 2-in. strakes (OI $2S3) was the best from a side

force standpoint (+9.3 hp), while the high asymmetric

with a single 1.5-in. strake (O7SI, +7.0 hp) and the

solid baseline oval with a single 2-in. strake (OIS2,

+6.5 hp) each performed almost as well. For net power
saved relative to the solid oval baseline (O1), the best

configurations were the high asymmetric with the

single 1.5-in. strake (O7S1, 22.3 hp), solid with dou-

ble 2-in. strakes (OIS2S3, 21.6 hp), solid baseline

with single 2-in. strakes (OIS2, 18.2 hp), and high

asymmetric (07, 16.9 hp).

Figure 21 and table 8 present a summary of the

results for the trapezoidal shape. The best overall trap-

ezoidal configurations, evaluated at _ = 15°, were the

solid baseline with i.5-in, strake (T1S4, 10.8 HPsL

and 14.7 HPne t decreased relative to the solid trapezoi-

dal baseline, TI), the I/4 solid with single 1.5-in.

strake (T3S4, 10.8 HPsL and 13.2 HPne t decreased

relative to the solid trapezoid baseline, TI), and the

porous trapezoid (T5, 16.0 HPsL and 12.4 HPnc t

decreased relative to the solid trapezoid baseline, T1 ).

Summary of Results

An exploratory investigation was conducted to

determine the effectiveness of passively venting a

helicopter tail boom model to reduce side force and

down load during simulated hover and sideward flight
conditions. A two-dimensional tail boom model with

two different cross-sectional shapes was used. One

was an oval cross-sectional shape representative of a

UH-60 tail boom, and the other was a trapezoidal

cross section representative of a low-observable tail
boom. The models were I/2-scale cross sections of the

mid boom. Various venting schemes were investigated

with a porous skin. The porous skin was partially cov-

ered in some cases to simulate venting in various loca-
tions as well as the completely solid (totally covered)

and completely porous cases. Some of the venting

schemes were also investigated in conjunction with

single and double strakes. Section side force and nor-

mal force coefficients cv and c_ were obtained on each
configuration at angles of incidence _ from -90 ° to

+90 ° . Calculations were made by using the coeffi-

cients at _ = 15° (approximate stall angle for solid oval

boom) to determine the approximate trends of the

boom aerodynamics in terms of power required to bal-
ance side force and down load if these booms were

installed on a UH-60 size helicopter.

The results indicate that passive venting can

reduce a significant portion of the adverse side force

created on the tail boom at conditions representative

of hover and sideward flight. Most of the venting
schemes created additional down load at low



incidence angles, but this is thought to be partly due to

the additional skin friction created by the porous skin

used. By using a porous skin more optimally designed

for this purpose or by employing venting schemes that

do not use a porous surface, it may be possible to gain

the benefits of venting in side force benefits with min-
imal increases in down load.

No asymmetric configurations were tested on the

trapezoidal-shaped tail boom. It was apparent from the

oval results that the asymmetric configurations were

the best overall vented configurations and the only

ones that compared favorably to the solid strake con-

figurations. No symmetric venting configuration on

the trapezoidal-shaped tail boom, including in combi-

nation with strakes, performed better than the solid

trapezoidal configuration with strakes.

Based on the calculated trends (0 = 15°) of the

oval configurations investigated, the following results

are given:

. Configuration OIS2S3, the solid tail boom

configuration with double 2-in. strakes, was the

best configuration from a side force standpoint

(tail rotor power reduction of +9.3 hp).

. Configuration O7S!, the high asymmetric with

a single 1.5-in. strake (tail rotor power reduc-

tion of +7.0 hp), and configuration OIS2, the

solid with a single 2-in. strake (tail rotor power

reduction of +6.5 hp), both performed almost
as well.

. The best overall configurations (total power

saved) were the high asymmetric with the sin-

gle 1.5-in. strake (22.3 hp saved), solid with

double 2-in. strakes (21.6 hp saved), solid with

a single 2-in. strake (18.2 hp saved), and high

asymmetric with no strake ( 16.9 hp saved).
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TableI.PowerCostsforOvalBoom,SymmetricConfigurationsWithq,_ = 20 and 25 psf

Conliguration HPDL at HPsL at HPne t, HPsave d relative
= 15° 0 = 15° HPDL + HPsL to bascline

Solid baseline, O 1

i/2 side porous, O2
Porous sides, 03
Porous, solid TRDSC, O4
Porous, 05

+2.3
-6.0

-11.0
-11.8
-13.9

-36.0
-18.7
-12.1
-12.1
-10.0

-33.7
-24.7
-23. I
-23.9
-23.9

9.0
10.6
9.8
9.8

Table 2. Power Costs for Trapezoidal Boom, Symmetric Configurations With q_ = 20 and 25 psi"

Configuration HPDL at HPsL at HPnc I, HPsavc d relative
= 15° _ = 15° HPDL + HPsL to baseline

Solid trapezoidal baseline, TI
I/2 solid, T2

I/4 solid, T3
Porous, solid TRDSC, T4
Porous, T5

+3.9
-4.3
-7.6
-9.0

-12.1

-44.4
-28.2
-21.5
-19.0
-16.0

-40.5
-32.5
-29. I
-28.0
-28. I

+8.0
+11.4
+12.5
+12.4

Table 3. Power Costs for Oval Boom, Asymmetric Configurations With q_ = 20 and 25 psf

Configuration

Solid oval baseline, O I

Low asymmetric, 06

High asymmetric, O7
Porous. 05

HPDL at
__- 15°

+2.3
-5.2
-7.9

-13.9

HPsL at
0= 15°

-36.0
-23.3

-8.9
-10.0

HPnel,

HPDL + HPsL

-33.7
-28.5
-16.8
-23.9

HPsave d relative
to baseline

+5.2
+16.9

+9.8

Table 4. Power Costs for Oval Boom, Strake Configurations With q_ = 20 psf

Configuration HPDL at HPsL at HPne v HPsave d relative
0 = 15° _ = 15° HPDL + HPsL to baseline

Solid oval baseline, O 1
Solid + double 2-in. strakes,

O I $2S3

Solid + single 2-in. strake,
OIS2

Porous + double 2-in. strakes,
O5S2S3

Porous + single 2-in. strake,
O5S2

Porous, 05

+2.3

-21.4

-22.0

-22.8

-22.8
-13.9

-36.0

+9.3

+6.5

-3.4

-3.4
- 10.0

-33.7

-12.1

-15.5

-26.2

-26.2
-23.9

+21.6

+18.2

+7.5

+7.5
+9.8
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Table5.PowerCostsforTrapezoidalBoom,StrakeConfigurationsWithqoo = 20 and 25 psf

Configuration HPDL at HPsL at HPne t, HPsave d relative
= 15° _ = 15° HPDL + HPsL to baseline

Solid trapezoidal baseline, TI
Porous + single 1.5-in. strake,

T5S4

Solid TRDSC + single 1.5-in.

strake, T4S4
1/4 solid + single 1.5-in.

strake, T3S4
I/2 solid + single i.5-in.

strake, T2S4
Solid + single 1.5-in. strake,

TI $4

+3.9

-17.6

-15.4

-16.5

-15.6

-15.0

-44.4

-I 1.3

-12.1

-10.8

-12.2

-10.8

-40.5

-28.9

-27.5

-27.3

-27.8

-25.8

+11.6

+13.0

+i3.2

+12.7

+!4.7

Table 6. Power Costs lor Oval Boom, Asymmetric and Strake Configurations With qoo= 20 and 25 psf

HPDL at HPsL at
Configuration _ = 15° g)= 15°

Solid oval baseline, O1

Low asymmetric, O6
Low asymmetric + single 2-in.

strake, 006S2

Low asymmetric + double
2-in. strakes, O6S2S3

High asymmetric, 07
High asymmetric + single

1.5-in. strake, O7S1

+2.3
-5.2

-21.2

-21.2
-7.9

-18.4

-36.0
-23.3

0

0
-8.9

+7.0

HPne t, HPsave d relative

HPDL + HPsL to baseline

-33.7
-28.5

-21.2

-2 i.2
-16.8

-1 !.4

+5.2

+12.5

+12.5
+16.9

+22.3
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Table7.SummaryofResultslorOvalBoom

Configuration HPDLat HPsLat HPner HPsavedrelative
0= 15° 0= 15° HPDL+HPsL tobaseline

Solidovalbaseline,O1
Porous,05
Highasymmetric,O7
Highasymmetric+single1.5-in.

strake,O7SI
Solidoval+single2-in.strake,

O1S2
Solidoval+double2-in.strakes,

O1$2S3

+2.3
-13.9
-7.9

-18.4

-22.0

-21.4

-36.0
-10.0
-8.9

+7.0

+6.5

+9.3

-33.7
-23.9
-16.8

-11.4

-15.5

-12.1

9.8
16.9

22.3

18.2

21.6

Table8.SummaryofResultsforTrapezoidalBoom

Configuration

Solidtrapezoid,Ti
Poroustrapezoid,T5
I/4solid+ single1.5-in.strakc,

T3S4
Solid+single1.5-in.strake,T1S4

HPDLat
0= 15°

+3.9
-12.1

-16.5
-15.0

HPsLat
0= 15°
-44.4
-16.0

-10.8
-10.8

HPnet,
HPDL+HPsL

-4(}.5
-28.I

HPsavedrelative
tobaseline

12.4

13.2
14.7
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Figure1.UH-60helicopter.
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Figurc 2. Model sketches and photographs.
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(b) Conventions for model incidence, reference dimensions, and coefficients.

Figure 2. Continued.
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(c)Oval-shapedboom.

Figure2.Continued.
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(d)Trapezoidal-shapedboom.

Figure2.Concluded.
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(a) Helicopter two-dimensional test apparatus; linear dimensions are in inches.

Figure 3, Sketch of model test apparatus and photographs taken in test section of Langley 14- by 22-Foot Subsonic Tunnel.
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(b)Two-dimensionaltestapparatusin tunnel.

Figure3.Continued.
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(c)Photographshowinginternalconstructionofmetricsectionof model.

Figure 3. Concluded.
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Figure4.Close-upofmetricsectionofmodelintunnelshowingexampleofuseof tapetovaryventedarea.
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(a) Oval boom configurations.

Figure 5. Configuration definition. Dashed lines denote vented areas: linear dimensions are in inches.
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Figure 6. Normal and side lbrce characteristics of oval boom shape with full porosity.
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Figure 8. Effect of venting configuration on oval tail boom normal and side force coefficients for symmetric configurations.
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Figure 9. Calculated power required of helicopter with various tail boom configurations, oval cross section.
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Figure 10. Effect of venting configuration on trapezoidal tail boom normal and side force coefficients for qoo = 20 and 25 psf.
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Figure I 1. Calculated power required of helicopter with various tail boom configurations, trapezoidal cross section.
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Figure 12. Effect of venting configuration on oval tail boom normal and side force coefficients for asymmetric configurations.

36



C V

3.2 i

2.4

1.6

.8

0

-.8

-I .6

-2.4

-3.2

Configuration qo_, psi"

o O1 I0

t3--...... 06 10

_- .... 05 10

- /x-. /x"

I I I I I I I I I I I I

C_

--.4

-.8 I I I I I I I I I I I I
-90 -75 -60 -45 -30 -15 0 15 30 45 60 75 90

¢, deg

(b) q_ = I 0 psi'.

Figure 12. Concluded.

37



20

[] HPDL
• HPsL
• HPnet
• HPsaved

-20

Power.
hp

-40

-60

-80 i i I j
O I 06 (_)7 05

Configuration

Figure 13. Calculated power required of helicopter with various tail boom configurations, oval cross section, asymmetric
venting.
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Figure 14. Effect of venting configuration and strakes on oval tail boom normal and side force coefficients.
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Figure 15. Calculated power required of helicopter with various tail boom configurations, oval cross section, boom strakes.
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Figure 17. Calculated power required of helicopter with various tail boom configurations, trapezoidal cross section, boom
strakes.
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Figure 18. Effect of venting configuration and strakes on oval tail boom normal and side force coefficients for asymmetric

configurations.
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Figure 19. Calculated power required of helicopter with various tail boom configurations, oval cross section, asymmetric
venting, boom strakes.
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Figure 20. Calculated power required of helicopter with various tail boom configurations, oval cross-section summary.
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